Table S1. Baseflow of each catchment calculated using PART software.
	catchment code
	baseflow (%)
	daily runoff data range (years)

	AUFR
	3.8
	1982–2019

	ZADE
	7.1
	1993–2005

	ZAHH
	9.3
	1993–2005

	AUNP
	9.8
	1968–2018

	ZABT
	14.1
	2003–2011

	ZAT
	14.1
	1989–1994

	AULT
	14.2
	1979–2018

	BRPR
	20.2
	1973–2013

	ZAO
	20.3
	1973–2020

	AUGD
	21.7
	1997–2020

	ZAKK
	38.2
	1999–2013

	AUMS
	39.3
	1969–2018

	ZASD
	39.7
	2009–2021

	ZAMB
	41.1
	1984–2021

	ZAAN
	43.2
	1983–1998

	ZADK
	47.6
	1995–2014

	ZAHE
	51.0
	2015–2021

	USNP
	53.3
	1939–2021

	AUSJ
	56.0
	1957–2018

	BRMN
	59.4
	1985–2019

	AUMF
	63.7
	1952–2018

	ZAW
	64.1
	1987–2001

	USMH
	64.9
	1936–2021

	ZAOS
	66.5
	1999–2020

	USSC
	70.0
	1930–2020

	ZAMK
	74.6
	2004–2021

	ZAUL
	75.0
	1997–2015

	ILOB
	87.5
	1991–2018


Software: U.S. Geological Survey (USGS): PART: A computerized method of base-flow-record estimation, https://water.usgs.gov/software/lists/groundwater, 2016.


